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ALL PERMANENT AND TEMPORARY EROSION CONTROL PLANTING AND IRRIGATION SHALL BE INSTALLED AND MAINTAINED AS REQUIRED BY SECTIONS 87.417 AND 87.418 OF THE COUNTY'S GRADING ORDINANCE AND SHALL BE COMPLIANT WITH THE COUNTY'S WATER CONSERVATION IN LANDSCAPE ORDINANCE, THE WATER EFFICIENT LANDSCAPE DESIGN MANUAL, AND THE BMP DESIGN MANUAL: A.	SLOPE EROSION CONTROL: SLOPE EROSION CONTROL: 1.	AT A MINIMUM, ALL MANUFACTURED SLOPE AREAS SHALL BE COVERED AT A MINIMUM, ALL MANUFACTURED SLOPE AREAS SHALL BE COVERED WITHIN 10 DAYS OF COMPLETION OF GRADING WITH HYDROSEED/MULCH, PUNCHED STRAW MULCH, JUTE NETTING OR OTHER APPROVED GEOTEXTILE MATERIAL CAPABLE OF CONTROLLING SURFACE SOIL EROSION; a.	EXCEPT WHERE APPROVED OTHERWISE, ALL SLOPES AND ANY OTHER EXCEPT WHERE APPROVED OTHERWISE, ALL SLOPES AND ANY OTHER AREAS DISTURBED IN CONJUNCTION WITH GRADING ACTIVITIES SHALL BE MAINTAINED UNTIL VEGETATION IS WELL ESTABLISHED, WITH COVERAGE EQUAL TO AT LEAST 70 PERCENT OF COVERAGE, AS COMPARED TO THE NATIVE BACKGROUND PLANTS IS ACHIEVED.  THIS THRESHOLD MUST BE MET BEFORE OCCUPANCY OF THE SITE WILL BE PERMITTED; b.	A MINIMUM OF 50 PERCENT OF THE TOTAL SLOPE AREAS OF A MINIMUM OF 50 PERCENT OF THE TOTAL SLOPE AREAS OF MANUFACTURED SLOPES SHALL BE PLANTED WITH DEEP ROOTING PLANTINGS (I.E., THOSE WITH A TYPICAL ROOT DEPTH OF APPROXIMATELY 5 FEET OR GREATER).  FOR SEEDED PLANTINGS, AT LEAST 50 PERCENT OF THE VIABLE SEED COUNT SHALL BE DEEP ROOTING SPECIES; 2.	ALL PLANT MATERIALS ON MANUFACTURED SLOPES SHALL BE APPROPRIATE ALL PLANT MATERIALS ON MANUFACTURED SLOPES SHALL BE APPROPRIATE TO THE SITE CONDITIONS, SHALL BE WATER EFFICIENT WHEN ESTABLISHED AND SHALL BE ADEQUATELY SPACED TO CONTROL SOIL EROSION; a.	ALL SLOPES IN EXCESS OF 15 FEET SHALL BE PLANTED WITH ALL SLOPES IN EXCESS OF 15 FEET SHALL BE PLANTED WITH ROOTED CONTAINER STOCK AT AN AVERAGE RATE OF ONE PER 100 SQUARE FEET UNLESS APPROVED OTHERWISE.  CONTAINERS SHALL BE A MINIMUM OF ONE GALLON FOR SHRUBS AND FIVE GALLON FOR TREES.  ALL CONTAINER STOCK SHALL BE PROVIDED WITH A TEMPORARY IRRIGATION SYSTEM; b.	SLOPES GREATER THAN 25 PERCENT SHALL NOT BE IRRIGATED WITH SLOPES GREATER THAN 25 PERCENT SHALL NOT BE IRRIGATED WITH AN IRRIGATION SYSTEM WITH A PRECIPITATION RATE EXCEEDING 0.75 INCHES PER HOUR. B.	IRRIGATION IRRIGATION 1.	ALL IRRIGATION SYSTEMS SHALL BE INSTALLED TO AVOID RUNOFF, ALL IRRIGATION SYSTEMS SHALL BE INSTALLED TO AVOID RUNOFF, SEEPAGE, LOW HEAD DRAINAGE, OVER-SPRAY OR OTHER SIMILAR CONDITIONS ONTO ADJACENT PROPERTY, NON-IRRIGATED AREAS,WALKS, ROADWAYS OR STRUCTURES; 2.	APPROVED BACKFLOW PREVENTION UNITS ARE REQUIRED ON ALL POTABLE APPROVED BACKFLOW PREVENTION UNITS ARE REQUIRED ON ALL POTABLE WATER IRRIGATION SYSTEMS; 3.	AFTER PLANT ESTABLISHMENT, THE IRRIGATION SYSTEM IS TO PROVIDE AFTER PLANT ESTABLISHMENT, THE IRRIGATION SYSTEM IS TO PROVIDE SUFFICIENT WATER TO SUSTAIN PLANTS IN A HEALTHY, GROWING CONDITION; 4.	LANDSCAPE WATER METERS, SHALL BE INSTALLED FOR ALL LANDSCAPE WATER METERS, SHALL BE INSTALLED FOR ALL NON-RESIDENTIAL IRRIGATED LANDSCAPES OF 1,000 SQ. FT. OR MORE, AND FOR ALL RESIDENTIAL IRRIGATED LANDSCAPES OF 5,000 SQ. FT. OR GREATER.  A LANDSCAPE WATER METER SHALL BE EITHER A CUSTOMER SERVICE METER DEDICATED TO LANDSCAPE USE PROVIDED BY THE LOCAL WATER PURVEYOR; OR A PRIVATELY OWNED METER OR SUB-METER; 5.	FLOW SENSORS THAT DETECT AND REPORT HIGH FLOW CONDITIONS FLOW SENSORS THAT DETECT AND REPORT HIGH FLOW CONDITIONS CREATED BY SYSTEM DAMAGE OR MALFUNCTION ARE REQUIRED FOR ALL NON-RESIDENTIAL LANDSCAPES, AND RESIDENTIAL LANDSCAPES OF 5,000 SQ. FT. OR LARGER; 6.	MASTER SHUT-OFF VALVES ARE REQUIRED; MASTER SHUT-OFF VALVES ARE REQUIRED; 7.	AUTOMATIC CONTROL SYSTEMS ARE REQUIRED, AND MUST BE ABLE TO AUTOMATIC CONTROL SYSTEMS ARE REQUIRED, AND MUST BE ABLE TO ACCOMMODATE ALL ASPECTS OF THE INSTALLED EROSION CONTROL LANDSCAPE, INCLUDING MULTIPLE SCHEDULES, REPEAT CYCLES, EVAPOTRANSPIRATION OR SOIL MOISTURE SENSING AND RAIN SENSING OVERRIDE DEVICES.  CONTROL MECHANISMS FOR AN EVAPOTRANSPIRATION (WEATHER BASED) SYSTEM OR SOIL MOISTURE DETECTING SYSTEMS, UTILIZING NON-VOLATILE MEMORY SHALL BE ACCOMMODATED WITHIN THE CONTROLLER ENCLOSURE.  BATTERY OPERATED VALVES OR SOLAR POWERED CONTROLLERS MAY BE USED IN AREAS WHERE ELECTRICITY IS NOT YET AVAILABLE, HOWEVER, WHEN AVAILABLE, SYSTEMS SHALL BE CONVERTED;
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4.	FERTILIZER CONSISTING OF AMMONIUM PHOSPHATE, SULFATE, 16-20-0, FERTILIZER CONSISTING OF AMMONIUM PHOSPHATE, SULFATE, 16-20-0, WITH 15% SULPHUR APPLIED AT THE RATE OF 500 LBS. PER ACRE. 5.	AREAS TO BE HYDROSEEDED SHALL BE PREPARED PRIOR TO AREAS TO BE HYDROSEEDED SHALL BE PREPARED PRIOR TO HYDROSEEDING BY: a.	ROUGHENING THE SURFACE TO BE PLANTED BY ANY OR ROUGHENING THE SURFACE TO BE PLANTED BY ANY OR COMBINATION OF: a.a.	TRACK WALKING SLOPES STEEPER THAN 6:1 TRACK WALKING SLOPES STEEPER THAN 6:1 a.b.	HARROWING AREAS 6:1 OR FLATTER THAT ARE SUFFICIENTLY HARROWING AREAS 6:1 OR FLATTER THAT ARE SUFFICIENTLY FRIABLE. a.c.	RIPPING AREAS THAT WILL NOT BREAK UP USING ITEMS a.a. OR RIPPING AREAS THAT WILL NOT BREAK UP USING ITEMS a.a. OR a.b. ABOVE. 6.	CONDITION THE SOILS SO THAT IT IS SUITABLE FOR PLANTING BY: CONDITION THE SOILS SO THAT IT IS SUITABLE FOR PLANTING BY: a.	ADJUSTING THE SURFACE SOIL MOISTURE TO PROVIDE A DAMP ADJUSTING THE SURFACE SOIL MOISTURE TO PROVIDE A DAMP BUT NOT SATURATED SEED BED. b.	THE ADDITION OF SOIL AMENDMENTS, PH ADJUSTMENT, LEACHING THE ADDITION OF SOIL AMENDMENTS, PH ADJUSTMENT, LEACHING OR COVERING SALINE SOILS TO PROVIDED VIABLE CONDITIONS FOR GROWTH. 7.	HYDROSEEDED AREAS SHALL BE MAINTAINED TO PROVIDE A VIGOROUS HYDROSEEDED AREAS SHALL BE MAINTAINED TO PROVIDE A VIGOROUS GROWTH UNTIL THE PROJECT IS PERMANENTLY LANDSCAPED OR, FOR AREAS WHERE HYDROSEEDING IS THE PERMANENT LANDSCAPING, UNTIL THE PROJECT IS COMPLETED AND ALL GRADING BONDS RELEASED.
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1.	PRIOR TO THE ACCEPTANCE OF THE HYDROSEEDED AREAS BY THE PRIOR TO THE ACCEPTANCE OF THE HYDROSEEDED AREAS BY THE COUNTY , A CERTIFICATION REPORT MUST BE SUBMITTED BY A REGISTERED LANDSCAPE ARCHITECT, STATING THAT THE HYDROSEEDING WAS DONE ACCORDING TO THE PROJECT SPECIFICATIONS AND THAT THE GROWTH IS ADEQUATELY ESTABLISHED TO PREVENT EROSION. 2.	ALL DISTURBED SLOPES TO BE HYDROSEEDED UNLESS OTHERWISE ALL DISTURBED SLOPES TO BE HYDROSEEDED UNLESS OTHERWISE NOTED.
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**	PROVIDE A PLANT LEGEND WITH BOTH BOTANICAL AND COMMON NAMES PROVIDE A PLANT LEGEND WITH BOTH BOTANICAL AND COMMON NAMES LISTED ALONG WITH SYMBOLS FOR IDENTIFICATION AND LOCATION. PROVIDE CONTAINER SIZES, QUANTITIES OF EACH SPECIES, AND ON CENTER SPACE REQUIREMENTS. NO INVASIVE OR FIRE PRONE SPECIES SHALL BE INTRODUCED TO THE SITE. **	PROVIDE A PLANT LEGEND OF ALL PROPOSED HYDROSEED SPECIES WITH PROVIDE A PLANT LEGEND OF ALL PROPOSED HYDROSEED SPECIES WITH BOTH BOTANICAL AND COMMON NAMES LISTED. INCLUDE POUNDS PER ACRE FOR EACH SEED SPECIES. NO INVASIVE OR FIRE PRONE SPECIES SHALL BE INTRODUCED TO SITE.
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